
WAYNE HELIXTM 2000 FUEL DISPENSER, EMEA



Pump up the 
volume
Not limited by its size, the Wayne Helix™ 2000 
delivers versatility and unprecedented accuracy 
to your forecourt. In short, it’s simple, modest and 
hardworking. 

The Helix 2000 fuel dispenser’s unobtrusive size makes it the ideal solution 
for truck stops, special applications, for example marinas and airports, 
and confi ned sites such as small retail fuel stations. This unpretentious 
model delivers exceptional functionality, practicality and durability in one 
unique package.
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Wayne Helix 2000
fuel dispenser

Compact Workhorse

Available as both a lane and island-oriented model, the 
Helix 2000 offers increased confi guration options and 
capability, with the option to dispense up to two fuel 
grades. With high-speed refuelling of up to 180 LPM, this 
dispenser is perfectly adapted to quickly and effi ciently 
fi ll large fuel tanks, resulting in reduced driver downtime.

Available Grades: 2

Available Nozzles: 2

Available Flow Rates: 40, 70, 40-70, 90, 120  or 180 LPM

Hose Management: Hook (standard), Mast (optional)

Nozzle Reach: 4.5m, 9m (hook), 3.5m (mast)

Dispenser Orientation: Island or Lane

Display Options: 6-7-5 LCD (standard)

Vapor Recovery: Yes (unleaded only)

Automatic Temperature Compensation: Available as option

Pump Type: CPU (Compact Pumping Unit) or remote

AdBlue® Confi gurations: No

LPG Confi gurations: No

Customized Livery: Yes

Corrosion Resistance: Operation up to C3-M corrosion category ISO 

12944-2:1998 as standard (stainless steel doors available for harsh 

environments) 

Operating Temperature:  -40°F to +131°F

Relative Humidity: Condensing

Dimensions: 1012mm (L) x 669mm (W) x 1480mm (H)

For more information, please visit wayne.com or contact your regional 
sales representative.


