
WAYNE HELIXTM 6000 CNG FUEL DISPENSER, EMEA



Fuel the planet
appreciates
Promote alternative fuels on your forecourt with 
the Wayne Helix™ 6000 CNG fuel dispenser. Fast. 
Reliable. Secure. It’s perfectly engineered to give your 
customers the choices they demand today.

When compared with conventional petrol or diesel fuels, CNG goes a long 
way in helping to reduce the harmful effects, of greenhouse gas emissions. 
This dispenser measures the actual mass of gas (kg) delivered into the 
vehicle, regardless of the pressure values, temperature and density, and also 
offers considerably lower running costs than petrol or diesel alternatives. 
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Wayne Helix 6000
CNG fuel dispenser

Environmentally Friendly

Available as a standalone or back-to-back model, the Helix 
6000 CNG dispenser is suitable for both retail vehicles 
and fleet management applications. With multiple fuel 
configurations and the ability to select a self-service or 
standard operation, this dispenser can facilitate even the 
most specific forecourt needs.  Safe and secure, this model 
also meets the highest levels of security standards.

For more information, please visit wayne.com.

Available Grades: 1

Available Nozzles: 1, 2 (standalone CNG), 2 CNG + 8 fuels (combo)

Available Flow Rates: 0.33-18 kg/min (cars), 7-77kg/min (bus)

Hose Management: Hose retraction (standard)

Hose Size: 3/8”, 1/2”

Nozzle Types: NGV1, NGV2

Dispenser Capacity: according to hose/nozzle size

Density: 0.65-0.85 kg/Sm3

Accuracy: +/- 1%

Dispenser Orientation: Lane

Display Options: 5-6-4 (Volume - Price - Unit Price) 

Pressure Banks: 1-3, external

Max Inlet Pressure: 260 bar

Typical Working Pressure: 50 - 250 bar (at 15ºc 200 bar)

Customised Livery: Yes

Corrosion Resistance: At least C3

Operating Temperature: -25ºC to +55ºC (special configuration for cold 

countries with heater abling to cope with -40ºC)

Dimensions: 893mm (L) x 600mm (W) x 2050mm (H), standalone


