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Expand your 
fuel offer
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Broaden your fuel offer with our advanced dosing 
technology, which injects additive into standard 
fuel grades to create additional fuel products 
without the need to install additional tanks.

The Wayne Helix 6000 Additive dispenser has an integrated additive 
module, packed with advanced technology as well as its own additive 
tank, which allows for additive dosing on-demand. There's no need for 
expensive capital investment in additional underground tanks, or to tie-
up cash underground in premium product inventory. Differentiate your 
site from local competition with premium grades and see your 
broadened fuel offer drive increases in sales and profit margins.

Wayne Helix 6000
Additive fuel dispenser

Champion of Versatility

The Helix 6000 Additive dispenser uses advanced 
dosing technology to proportionally blend additive into 
standard fuels to deliver one or two additional fuel 
grades. The additive module integrates seamlessly with 
the sleek look of the Helix dispenser, which is built on 
our industry-renowned leading technology to deliver 
reliable performance.

Available Grades: Up to 6

Available Nozzles: 5 per side

Available Flow Rates: 40, 70, 40-70 LPM with Additive, 120 LPM 

without Additive

Hose Management: Hose Retraction (standard)

Nozzle Reach: 4m

Dispenser Orientation: Lane

Display Options: 6-7-5 (Volume – Price – Unit Price)

Vapour Recovery: Yes (unleaded only)

Automatic Temperature Compensation: Available as an option

Pump Type: CPU (Compact Pumping Unit) or remote

AdBlue® Con� gurations: No

Customised Livery: Yes

Corrosion Resistance: At least C3, stainless steel doors available for 

harsh environments

Operating Temperature: -25c to +55c

Relative Humidity: Condensing

Dimensions: Start at 1417 mm (L) x 600mm (W) x 2050 (H), (standalone)




